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GENERAL NOTES - SITE PLAN

1.  CONTRACTOR IS RESPONSIBLE FOR VISITING SITE
AND FAMILIARIZING THEMSELVES WITH SITE BEFORE
WORK BEGINS.

2.  GENERAL CONTRACTOR TO PREVENT DAMAGE TO
EXISTING IMPROVEMENTS INDICATED TO REMAIN,
INCLUDING IMPROVEMENTS ON AND OFF THE SITE.
PROTECT EXISTING TREES AND VEGETATION INDICATED
TO REMAIN. DO NOT STOCKPILE MATERIALS AND
RESTRICT TRAFFIC WITHIN DRIP LINE OF EXISTING TREES
TO REMAIN. PROVIDE AND MAINTAIN TEMPORARY
GUARDS TO ENCIRCLE TREES OR GROUPS OF TREES TO
REMAIN; OBTAIN APPROVAL FROM OWNER BEFORE
BEGINNING WORK.

3.  EXISTING TREES, SIDEWALKS, STAIRS, AND ENTRY
STOOPS TO REMAIN, UNLESS NOTED OTHERWISE.

4.  EXISTING RETAINING WALLS TO REMAIN, REFER TO
SITE DETAILS FOR SPECIFIC SCOPE.

5.  CLEAN ALL SANITARY AND STORM SEWER LINES. IT
SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR
TO PROVIDE A VIDEO SEWER INSPECTION PRIOR TO
CLEANING ALL SANITARY AND SEWER LINES.

6.  AT ALL BUILDINGS, ADD SOIL AND SEED TO CREATE
POSITIVE SLOPE AWAY FROM BUILDINGS. PROVIDE A
MINIMUM 5% SLOPE.
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CONCRETE FILLED 6" DIA, SCH. 40
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PIPE, PAINTED EXTERIOR GRADE
EPOXY,
COLOR TO BE SELECTED BY
ARCHITECT.
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CONCRETE DUMPSTER PAD,
REFER TO DETAIL

CONCRETE PAD TO BE
FLUSH WITH ADJACENT

PAVEMENT SURFACE

6X6 - W4.0 X W4.0 58# MESH

ODOT ITEM 203
SUBGRADE COMPACTION

9" ODOT ITEM 451; 4000 PSI
REINFORCED PORTLAND CEMENT
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AS.01ARCHITECTURAL SITE PLAN

Horizon Hills
Cincinnati Metropolitan Housing Authority
Intersection at Grand and Warsaw Avenue,
Cincinnati, OH 45204

SCALE:  1" = 30'-0"AS.01
1 SITE PLAN
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KEYED NOTES SPECIFIC TO THIS SHEET
22 CLEAN, PREPARE AND PAINT ALL EXTERIOR

HANDRAILS. REPAIR OR REPLACE 20% OF
HANDRAILS AS REQUIRED.

44 PROVIDE A TROWELED CONCRETE CAP WITH
BONDING AGENT AT ALL STONE RETAINING
WALLS, TYPICAL; REPAIR OR REPLACE 10%
OF MORTAR JOINTS AND/OR STONES AS
REQUIRED. REFER TO DETAIL 2/AS.01.

45 ALL TREES AND SHRUBS BLOCKING WINDOWS
ARE TO BE REMOVED IN THEIR ENTIRETY.
PREPARE SOIL FOR NEW LANDSCAPING,
COORDINATE WITH LANDSCAPE DRAWINGS.

46 SHADED AREA INDICATES ADD SOIL AND
SEED TO CREATE POSITIVE SLOPE AWAY
FROM BUILDING, TYPICAL.

47 ALL TREE STUMPS TO BE REMOVED IN THEIR
ENTIRETY, TYPICAL. VERIFY LOCATIONS IN
FIELD. FILL HOLE WITH COMPACTED SOIL
AND SEED TO CREATE SEAMLESS
TRANSITION WITH ADJACENT TERRAIN.

48 REMOVE TREE IN ITS ENTIRETY. FILL HOLE
WITH COMPACTED SOIL AND SEED TO
CREATE SEAMLESS TRANSITION WITH
ADJACENT TERRAIN.

49 SHADED AREA INDICATES VICINITY OF
DAMAGED / MISALIGNED SIDEWALK
SQUARE(S). REMOVE AND REPLACE AS
REQUIRED TO CREATE A FLUSH TRANSITION
WITH ADJACENT SIDEWALK SURFACES.
VERIFY LOCATIONS IN FIELD.

58 REMOVE DAMAGED TREE.
77 NEW CONCRETE DUMPSTER PAD AND

ENCLOSURE.

SCALE:  1 1/2" = 1'-0"AS.01
2 CONCRETE WASH AT RETAINING WALLS, TYPICAL

SCALE:  1" = 10'-0"AS.01
3 ENLARGED SIDEWALK PLAN

SCALE:  3/4" = 1'-0"AS.01
5 BOLLARD DETAIL

SCALE:  1/4" = 1'-0"AS.01
4 DUMPSTER PLAN

SCALE:  3/4" = 1'-0"AS.01
6 CONCRETE DUMPSTER PAD


